
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Online Double Conversion UPS Technology 

Epica Uninterruptible Power Supply 

1.5kVA 2kVA 3kVA Online, Tower/Rack Convertible 

     Applications 

 Servers 

 Switches 

       Features 

 True Online Double Conversion 

 Rack/Tower Convertible Design 

 LCD/LED Double Display 

 0.9 Output Power Factor  

 Hot Swappable Battery 

 Support ECO operation mode 

 Cold Start 

        

 Built-in Communication Ports (USB & Serial) 

 Optional SNMP Card for monitoring 

 Comprehensive LCD allows easy monitoring and 

access of UPS status 



TECHNICAL SPECIFICATIONS 

MODEL EP1500-OL-RT EP2000-OL-RT EP3000-OL-RT 

Capacity 1500VA/1350W 2000VA/1800W 3000VA/2700W 

      

INPUT      

Nominal Input Voltage 220/230/240VAC 

Operating Voltage Range 110-290VAC 

Operating Frequency Range 45-65Hz (auto-sensing) 

Power Factor ≥0.99 

Generator Input Supported 

  

OUTPUT      

Rated Voltage 220/230/240VAC 

Power Factor 0.9 

Frequency Utility Mode: 50Hz or 60Hz Synchronized to Mains / Battery Model: 50/60Hz +/- 0.02Hz 

Efficiency ECO: >94% / AC: >90% / BATTERY: >85% 

Crest Factor 3:1 

Harmonic Distortion (THDv) ≤3% with linear load, ≤5% with non-linear load 

      

BATTERY      

Battery Capacity 12V 9Ah x 3 pieces 12V 9Ah x 4 pieces 12V 9Ah x 6 pieces 

Battery Type Maintenance-Free Sealed Lead Acid Battery 

Typical Recharge Time 4 hours to recover 90% capacity 

Charging Current (maximum) 1.4A 

      

SYSTEM FEATURES      

Transfer Time Mains to Battery: 0ms 

Overload (AC & Battery Mode) Load <100%-150%: 30secs.; Load >150%: 300ms then shut down UPS completely 

Overload (Bypass Mode) Load >130%: 60secs then shut down output 

Communication Interface USB, RS232, SNMP Card (Optional) 

Audible & Visual Line Failure, Battery Low, Overload, System Fault 

Status LED & LCD Load/Battery/Input/Output/Operating Mode Information 
    

ENVIRONMENT      

Operating Temperature 0 to 40 Degrees Celsius 

Storage Temperature -25 to -55 Degrees Celsius 

Humidity Range 0 to 90% (non-condensing) 

Altitude <1500meters (derating while >1500meters) 

Noise Level <50dB (at 1 meter) 

      

PHYSICAL      
Dimension WxHxD (mm) 440 x 86.5 x 430 440 x 86.5 x 552 440 x 86.5 x 710 
UPS Net Weight (kg) 18.1 22.2 29.8 
Input Connection IEC320 C14 10A IEC320 C20 16A IEC320 C20 16A 
Output Connection IEC320 C13 x 6 IEC320 C13 x 6 IEC320 C13 x 6, IEC320 C19 x 1 
      

STANDARDS      
Safety IEC/EN62040-1, IEC/EN60950-1 
EMC IEC/EN62040-2, IEC61000-4-2, IEC61000-4-3, IEC61000-4-4, IEC61000-4-5, IEC61000-4-6, IEC61000-4-8 

*Specifications are subject to change without prior notice. 
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